
HVR-M35E

Flagship HDV VTR with support for native
progressive recording

 

Technische Daten
Bitte beachten Sie, dass die Funktionen/technischen Daten sich von Land zu Land
unterscheiden können.

  Recording/playback performance

Recording format
HDV: HDV1080/60i, 1080/50i, 1080/24p, 1080/25p, 1080/30p

DVCAM/DV SP: DVCAM,DV SP 480/60i (NTSC), 576/50i (PAL)

Playout format

HDV: HDV1080/60i, 1080/50i, 1080/24p, 1080/25p, 1080/30p.
HDV720/24p, 720/25p, 720/30p

DVCAM/DV SP:DVCAM,DV SP 480/60i (NTSC), 576/50i (PAL)

Playout video signal 1080/60i, 1080/50i, 480/60i (NTSC), 576/50i (PAL), 480/60P, 576/50P,
720/60P, 720/50P

Tape speed
HDV/DV SP: Max. 18.812 mm/s

DVCAM: Max. 28.218 mm/s

Playback/recording time

HDV/DV SP:
Max. 276 min with PHDV-276DM cassette
Max. 63 min with PHDVM-63DM cassette

DVCAM:
Max. 184 min with PHDV-276DM cassette
Max. 41 min with PHDVM-63DM cassette

Fast forward/rewind time Approx. 2 min with PHDV-276DM cassette

  Input/output connectors/devices

Video input/output BNCx1 / BNCx1

Monitor video out RCA pin x1

S-video input/output Mini-DIN 4-pin x1 / Mini-DIN 4-pin x1

Component video output BNC x 3

i.LINK interface (HDV /DV) 6-pin (no power)

HD/SD-SDI output BNC x1

Audio input RCA pin x 4ch

Audio output XLR 3pin x 4ch

Monitor audio out RCA pin x 1

AES/EBU output BNC x2

TC out BNC x1

Phones Stereo minijack (ø3.5 mm)

LANC Stereo mini-minijack (ø2.5 mm)

Control S input Stereo minijack (ø3.5 mm)

LCD monitor 2.7-inch type (Viewable area measured diagonally), approx.
211,200 dots (960 x 220), Clear Photo_ LCD Plus

  General

Weight Approx. 9 lb 12 oz (4.4 kg)

Dimensions (WxHxD) Approx. 212 x 88 x 390.3mm (8 3/8 x 3 1/2 x 15 3/8 inch)

Power requirements AC 120 V, 60 Hz

Power consumption 16 W (playback mode with LCD monitor on)

Operating temperature 41 to 104 °F (5 to 40 °C)

Storage temperature -4 to 140 °F (-20 to +60 °C)


