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PD-1 POWER CENTER

POWER CENTER

PD-1 Power Center is specifically designed to provide a steady power 
supply for Datavideo Mobile Video Studio applications.
Switchable inputs of AC 110V/220 (separate unit) or DC 12V with 1 
terminal of 12V/5A XLR Output, two terminals of 12V/7A (XLR / 2.1mm 
In Line) DC Output, 4 terminals of 12V/4A, 2 terminals of 12V/2A and 
one terminal of 5V/1A DC output, it provides 300Watt rating power 
supply to cover most of the power requirements for a Mobile Video 
Studio, such as Video Switcher, Monitoring LCD, Recording VTR / 
DVD+R, Talk Back system… and so on. With standard 19”/1U Rack 
size design, the PD-1 makes system integration professional and 
reliable.
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PD-1For Standard 19” Rack System

DESCRIPTION

FEATURES

■ Maximum rating 300Watts

■ DC output includes: 
 12V/4A x 4 ,12V/2A x 2 2.1mm DC In-Line Jack outputs      
 12V/7A (1x XLR / 1 x 2.1mm In-Line Jack) DC outputs x 2       
 12V/5A XLR x 1,5V/1A 2.1mm In-Line DC Jack output x 1
       
■ Power Indicator and Auto-Recovering fuse protector for each
 output terminal.

■ Sequential-Power ON of each DC output terminal during 
 power ON stage by 1 second duration.

■ Three loop thru AC Power output.

■ Switchable AC 110/220V or DC12V input source. 
 (110V and 220V are separate models)



POWER CENTER

SPECIFICATION

Input：
AC input: 1 AC input  
AC input Voltage: 100V - 120V or 200V - 240V (Separate model)
AC input current rating: 110V/3A, 220V/1.6A
AC frequency: 50Hz, 60Hz
   
DC input: 1 DC 12V, supports non-regulated DC 12V output 
                and regulated DC 5V 
  
                
DC input maximum current rating: 25Au
Output:
 
AC Output: 1 Outlet on rear panel, rated AC110V/1.5A or AC220V/3A
     
                   2 Outlets on front panel, rated AC 110/220V 5A
DC Output: 5V, 1A 2.1mm in-line locked DC jack x 1
     
                   12V, 2A 2.1mm in-line locked DC jack x 6 (4 of the outputs 
                   can combine the rating become two 12V, 4A DC outputs)
   
                   12V, 7A XLR DC jack x 1
                   12V, 7A 2.1mm in-line locked DC jack.   

                        (Locked DC jack and XLR jack, combine total of maximum 7A)

* Sequential power on design of each DC output terminal during 
power on stage by 1 second duration.
            

General:
Output Efficiency: More than 80%
DC 12V Output noise：+5%, -3%
 
DC 5V Output noise：5V +/- 3%
 
Chassis ground terminal
Two built in cooling fan design
AC/DC input switchable
AC input overload fuses protection 
DC output overload auto-recovering fuses protection 
AC Power light switch indicator
DC output LED indicators
Working temperature: 0 ~ 45 C
Size: 440 x 214 x 46 mm
Weight: 3.8 Kg
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POWER CENTER
CONNECTION

DV Converter
DAC-100/200

Intercom System
ITC-100

Tape Recorder
Digital Video Switcher
SE-800

SE-800
Tally/Preview
Box
RMC-140

VP-332

DV Repeater
(1 to 5)

4“ X 4 TFT LCD Monitors
TLM-404

7“ X 2 TFT LCD Monitors
TLM-702

BAC-03

DN-100

DV Hard Disk 
Recorder

Balanced Audio 
Converter




